Dati Tecnici - Technical Data
Tensione - Voltage: 24V DC, 24V AC, 110V AC, 220V AC
Tolleranza di tensione - Voltage tolerance: £10%
Assorbimento - Power consumption: AC=5VA DC=3,0W
Inserimento - Duty cicle: ED 100%
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Coills and connectors
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CODICE-CODE REF. LINE
A50.26.00018 BOBINA (COIL) DC12V 120-125-127-130 o
AB0.26.00006 BOBINA (COIL) DC24V 120-125-127-130 ﬂsb\ﬂ
A50.26.00007 BOBINA (COIL) AC24V 50/80HZ 120-125-127-130 :
A50.28.00008 BOBINA {COIL) AC110V 50/80HZ 120-125-127-130 -] M3
A50.26.00009 BOBINA (COIL) AC220V 50/80HZ 120-125-127-130
Connettare 2 48,7 .
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CODICE-CODE REF. LINE
A50.26.00010 CONNECTOR SP. 22 mm 125127130 -
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Connettori luminosi 22mm - 42 -
22mm LED connectors ‘4. 27,5 -
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CODE REF. LINE 1
A502800026 CONNETTORE LUMINOSO 22mm 24V 120-125-127 N J
~ 22mmLED CONNECTOR 24V TamE ] = «©
A502600027 CONNETTORE LUMINOSO 22mm 115V 120-125-127 &
22mm LED CONNECTOR 115V 130 i 3
A502800028 CONNETTORE LUMINOSO 22mm 230V 120-125-127 3}1
22mm LED CONNECTOR 230V 130 —~ -—
Connettori luminosi 22mm cablati ) =
—=mm Cabled LED connectors i - ~
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CODE REFE LENGTH LINE S | )
A502600022 CONNETTORE CABLATO 22mm 24V am  120-125-127 |
_ ~22mm CABLED CONNECTOR 24V amt 130 & — ==
A502600030 CONNETTORE CABLATO 22mm 115V  3mt  120-125-127 | HHT
22mm CABLED CONNECTOR 115V Im 130
A502600031 CONNETTORE CABLATO 22mm230V  3mt  120-125-127 30
22mm CABLED CONNECTOR 230V 3 mt 130 7o




