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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

GENERAL INFORMATION
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stage high-low pressure pump is required. 
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suction and pressing reciprocating motion.

����������
�������
����
��"����
�	��#!$!%�������
�����
�
	��&!'!#(�����#)!����
���
����������������������������
�����
��
����
�����������*���������������������,�
�:���
rates.

�������������������
��;�������
�����"��"��"��<!��
�����
������
�����������!��
���������
�������*�����������*��
�����������������
����������
����*�
������������
�����
�������������������
����
������=

>����������*�����
�������*��
�����
�����
�����������������
��������������
�������������������!�����	��������������
��������������������������������*�������!��"������*����������
with gear pumps.
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pressure pumps coupled with gear pumps or vane pumps.
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PRODUCT OVERVIEW
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 1.......... - TECHNICAL SPECIFICATIONS

Rotation Direction:�
�"�
��*���������������������:�����
������=�������������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.        
Flow Direction: from Suction port to Pressure port even at inverse rotation.                                                       
Environmental Temperature: from -20°C to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                      
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR 1 ........... - TECHNICAL SPECIFICATIONS              

Application characteristics

Pressure / Power diagram (at rated speed - 1500 n/min.)
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 1......S - INSTALLATION DRAWINGS
Version for oil-submersed installation 

Pressure PortP

HOLLOW  SHAFT F 19 -  24

PARALLEL SHAFT  M 19 -  24

SPLINED SHAFT X

Overall dimensions                                                                          Shaft detail

See  
shaft detail
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 1.....A - INSTALLATION DRAWINGS
Version with cover for external installation with axial suction port 

�������������:����
and shaft detail

Overall dimensions                                                                   
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Pressure Port
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Suction Port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 2.......... - TECHNICAL SPECIFICATIONS

Rotation Direction:�
�"�
��*���������������������:�����
������=�������������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.        
Flow Direction: from Suction port to Pressure port even at inverse rotation.                                                       
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                            
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR 2 ........... - TECHNICAL SPECIFICATIONS

Application characteristics

Pressure / Power diagram (at rated speed - 1500 n/min.)
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 2......S - INSTALLATION DRAWINGS
Version for oil-submersed installation 

Pressure PortP-

Overall dimensions                                                                        Shaft detail

See  
shaft detail

HOLLOW  SHAFT F 19 -  24

PARALLEL SHAFT  M 19 -  24

SPLINED SHAFT X
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 2....A - INSTALLATION DRAWINGS
Version with cover for external installation with axial suction port 

Overall dimensions                                                                          

�������������:����
and shaft detail

P 
Pressure Port
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 A
Suction Port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 3.......... - TECHNICAL SPECIFICATIONS              

Rotation Direction:�
�"�
��*���������������������:�����
������=�������������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.        
Flow Direction: from Suction port to Pressure port even at inverse rotation.                                                       
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                  
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR 3........... - TECHNICAL SPECIFICATIONS

Application characteristics

Pressure / Power diagram (at rated speed - 1500 n/min.)
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 3......S - INSTALLATION DRAWINGS
Version for oil-submersed installation 

Pressure portsP -

P

Overall dimensions                                                                          Shaft detail

See  
shaft detail

HOLLOW  SHAFT F 19 -  24

PARALLEL SHAFT  M 19 -  24

SPLINED SHAFT X
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 3....A - INSTALLATION DRAWINGS
Version with cover for external installation with axial suction port 

Overall dimensions                                                                          

�������������:����
and shaft detail

oP 
Pressure Port

 A
Suction Port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 5........ PR7........ - TECHNICAL SPECIFICATIONS              

Rotation Direction:�
�"�
��*���������������������:�����
������=�������������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.        
Flow Direction: from Suction port to Pressure port even at inverse rotation.                                                       
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                                 
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �
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PR 5........
Application characteristics

PR7........
Application characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR 5........ PR7........ - INSTALLATION DRAWINGS

Overall dimensions                                                                                    Shaft detail

  4xM8

1/2” BSP

3/8” BSP

�������������:����
and shaft detail

PARALLEL SHAFT  M 24

SPLINED SHAFT X

A - Suction port
P - Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

PR 10........ PR 14........ - TECHNICAL SPECIFICATIONS              

Rotation Direction:�
�"�
��*���������������������:�����
������=�������������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.        
Flow Direction: from Suction port to Pressure port even at inverse rotation.                                                       
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                       
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �
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PR 10........
Application characteristics

PR 14........
Application characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR 10........ PR 14....... - INSTALLATION DRAWING

Overall dimensions                                                                                    Shaft detail

�������������:����
and shaft detail

PARALLEL SHAFT  M 24

SPLINED SHAFT X

A - Suction port
P - Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP - GENERAL INFORMATION          
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Always make sure that the torque applied is less than or equal to the admissible torque of the shaft.
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1.... - PR 2.... + Gear Pump Gr 1

TECHNICAL SPECIFICATIONS              
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Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 1
Rotation Direction:�N����������
�N�����
���������=��;���������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                            
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1.... - PR 2.... + Gear Pump Gr 1

INSTALLATION DRAWINGS           

     Pressure Suction

Low Pressure Gear Pump Ports

Ø74

N°4-M8x12

Ø60 j6

4

P -3/8"B S P
94

10,8

B

C

A

62

PR
 1

13
6

47

109

Piston Pump
Pressure Port

PR
 2

17
4

19

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PV1-0,9 0,91 1 ,32 240 77,1 37,3 171,1 Type A Type B

PV1-1,2 1,17 1 ,70 250 78 37,8 172 Type A Type B

PV1-1 ,7 1,56 2,20 250 79,5 38,5 1 73,5 Type A Type B

PV1-2,2 2,08 3,00 250 81,5 39,5 1 75,5 Type A Type B

PV1-2,6 2,60 3,77 250 83,5 40,5 1 77,5 Type A Type B

PV1-3,2 3,12 4,52 250 85,5 41,5 1 79,5 Type A Type B

PV1-3,8 3,64 5,27 250 87,5 42,5 1 81,5 Type A Type B

PV1-4,3 4,16 6,00 250 89,5 43,5 1 83,5 Type A Type B

PV1-4,9 4,94 7,16 250 92,5 45 1 86,5 Type A Type B

PV1-5,9 5,85 8,48 250 96 46,8 190 Type A Type B

PV1-6,5 6,50 9,42 250 98,5 48 1 92,5 Type A Type B

PV1-7,8 7,54 10,90 220 102,5 50 1 96,5 Type A Type B

PV1-9,8 9,88 14,30 190 111,5 54,5 205,5 Type A Type B

Low Pressure Gear Pumps Characteristics

�������������:����
and shaft detail

LP

HPA
 P
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1... - PR 2.... - PR 3.... + Gear Pump Gr 2

TECHNICAL SPECIFICATIONS              
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Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 2
Rotation Direction:�N����������
�N�����
���������=��;���������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=��
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                 
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1.... - PR 2.... - PR 3.... + Gear Pump Gr 2

INSTALLATION DRAWING           

Tapered 1:8

f7(  )- 0,025
- 0,050

Suction          Pressure

Low Pressure Gear Pump Ports

Radial Pump 
Pressure Port
3/8” BSP

PR 1

PR 2- PR3

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PV2-4 4,20 6,10 260 41,7 101,4 188,4 Type A Type D

PV2-6 6,00 8,70 260 43,2 104,4 191,4 Type A Type D

PV2-9 8,40 12,10 260 45,2 108,4 195,4 Type A Type D

PV2-11 10,80 15,60 260 47,2 112,4 199,4 Type A Type D

PV2-14 14,40 20,90 250 50,2 118,4 205,4 Type B Type D

PV2-17 16,80 24,30 230 52,2 122,4 209,4 Type B Type D

PV2-19 19,20 27,80 210 54,2 126,4 213,4 Type B Type D

PV2-22 22,80 33,00 200 57,2 132,4 219,4 Type B Type D

PV2-26 26,20 37,90 170 59,2 136,4 223,4 Type C Type E

PV2-30 30,00 43,50 160 63,2 144,4 231,4 Type C Type E

PV2-34 34,20 49,50 150 66,7 151,4 238,4 Type C Type E

PV2-40 39,60 57,40 140 71,2 160,4 247,4 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1.... - PR 2.... - PR 3.... + Gear Pump Gr 3

TECHNICAL SPECIFICATIONS              
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Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 3
Rotation Direction:�N����������
�N�����
���������=��;���������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: �������"�
���
�����
������������������
�����������"�
���
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                    
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 1....- PR 2.... - PR 3... + Gear Pump Gr 3

INSTALLATION DRAWINGS           

Radial Pump 
Pressure Port
3/8” BSP

Suction   Pressure

 Low Pressure 
Gear Pump Ports

PR 1

PR 2- PR3

Tapered 1:8

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PT3-22 22,10 32,00 250 63 151 238 Type A Type D

PT3-26 26,20 38,00 250 64,5 154 241 Type A Type D

PT3-33 33,10 48,00 250 67 159 246 Type B Type D

PT3-38 37,90 54,90 250 68,8 162,6 249,9 Type B Type D

PT3-44 44,10 63,90 250 71 167 254 Type B Type E

PT3-48 48,30 70,00 230 72,5 170 257 Type B Type E

PT3-55 55,10 80,00 230 75 175 262 Type B Type E

PT3-63 63,40 91,90 210 78 181 268 Type C Type E

PT3-75 74,40 107,80 180 82 189 276 Type C Type E

PT3-90 88,20 127,90 150 87 199 286 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 5.... - PR 7.... + Gear Pump Gr 2 

TECHNICAL SPECIFICATIONS              
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Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 2
Rotation Direction:�N����������
�N�����
���������=�;��������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                    
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics



Pag. 31 

PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 5.... - PR 7.... + Gear Pump Gr 2 

INSTALLATION DRAWINGS           

Suction          Pressure

Low Pressure Gear Pump Ports

Tapered

1/2” BSP
3/8” BSP

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PV2-4 4,20 6,10 260 41,7 101,4 186,9 Type A Type D

PV2-6 6,00 8,70 260 43,2 104,4 189,9 Type A Type D

PV2-9 8,40 12,10 260 45,2 108,4 193,9 Type A Type D

PV2-11 10,80 15,60 260 47,2 112,4 197,9 Type A Type D

PV2-14 14,40 20,90 250 50,2 118,4 203,9 Type B Type D

PV2-17 16,80 24,30 230 52,2 122,4 207,9 Type B Type D

PV2-19 19,20 27,80 210 54,2 126,4 211,9 Type B Type D

PV2-22 22,80 33,00 200 57,2 132,4 217,9 Type B Type D

PV2-26 26,20 37,90 170 59,2 136,4 221,9 Type C Type E

PV2-30 30,00 43,50 160 63,2 144,4 229,9 Type C Type E

PV2-34 34,20 49,50 150 66,7 151,4 236,9 Type C Type E

PV2-40 39,60 57,40 140 71,2 160,4 245,9 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics

A - HP Pump Suction port
P - HP Pump Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 5.... - PR 7.... + Gear Pump Gr 3

TECHNICAL SPECIFICATIONS              
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Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 3
Rotation Direction:�N����������
�N�����
���������=�;��������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"����
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                    
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics



Pag. 33 

PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 5.... - PR 7.... + Gear Pump Gr 3 

INSTALLATION DRAWINGS           

Suction   Pressure

 Low Pressure 
Gear Pump Ports

1/2” BSP

Tapered

3/8” BSP

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PT3-22 22,10 32,00 250 63 151 236,5 Type A Type D

PT3-26 26,20 38,00 250 64,5 154 239,5 Type A Type D

PT3-33 33,10 48,00 250 67 159 244,4 Type B Type D

PT3-38 37,90 54,90 250 68,8 162,6 248,1 Type B Type D

PT3-44 44,10 63,90 250 71 167 252,5 Type B Type E

PT3-48 48,30 70,00 230 72,5 170 255,5 Type B Type E

PT3-55 55,10 80,00 230 75 175 260,5 Type B Type E

PT3-63 63,40 91,90 210 78 181 266,5 Type C Type E

PT3-75 74,40 107,80 180 82 189 274,5 Type C Type E

PT3-90 88,20 127,90 150 87 199 284,5 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics

A - HP Pump Suction port
P - HP Pump Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 10.... - PR 14.... + Gear Pump Gr 2 

TECHNICAL SPECIFICATIONS              

Displacement   
cm3/ n

Rated 
Pressure   

bar

Peak 
Pressure 

bar

Displacement   
cm3/ n

Pressure 
Range      

bar

PR 10.10 6,30 500 550

PR 10.12 8,90 350 390

PR 10.13 10,60 300 340

PR 14.10 8,80 500 550

PR 14.12 12,70 350 390

PR 14.13 14,80 300 340

900 - 1800

10

14

N° of 
Pistons

Pump        
Type

Rated 
Speed 
n/min.

Speed 
Range 
n/min.      

(*)

4 - 40 260 - 140

2 rG pmuP raeGpmuP notsiP

1500

(*)�[�
��������
��
������!�����������������������������
�����������������*������������L((��X���=

Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 2
Rotation Direction:�N����������
�N�����
���������=�;��������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"��=
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                     
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 10.... - PR 14.... + Gear Pump Gr 2 

INSTALLATION DRAWINGS           

Suction          Pressure

Low Pressure Gear Pump Ports

1/2” BSP
3/8” BSP

Tapered

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PV2-4 4,20 6,10 260 41,7 101,4 244,4 Type A Type D

PV2-6 6,00 8,70 260 43,2 104,4 247,4 Type A Type D

PV2-9 8,40 12,10 260 45,2 108,4 251,4 Type A Type D

PV2-11 10,80 15,60 260 47,2 112,4 255,4 Type A Type D

PV2-14 14,40 20,90 250 50,2 118,4 261,4 Type B Type D

PV2-17 16,80 24,30 230 52,2 122,4 265,4 Type B Type D

PV2-19 19,20 27,80 210 54,2 126,4 269,4 Type B Type D

PV2-22 22,80 33,00 200 57,2 132,4 275,4 Type B Type D

PV2-26 26,20 37,90 170 59,2 136,4 279,4 Type C Type E

PV2-30 30,00 43,50 160 63,2 144,4 287,4 Type C Type E

PV2-34 34,20 49,50 150 66,7 151,4 294,4 Type C Type E

PV2-40 39,60 57,40 140 71,2 160,4 303,4 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics

A - HP Pump Suction port
P - HP Pump Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 10.... - PR 14.... + Gear Pump Gr 3

TECHNICAL SPECIFICATIONS              

Displacement   
cm3/ n

Rated 
Pressure   

bar

Peak 
Pressure 

bar

Displacement   
cm3/ n

Pressure 
Range      

bar

PR 10.10 6,30 500 550

PR 10.12 8,90 350 390

PR 10.13 10,60 300 340

PR 14.10 8,80 500 550

PR 14.12 12,70 350 390

PR 14.13 14,80 300 340

900 - 1800

10

14

N° of 
Pistons

Pump        
Type

Rated 
Speed 
n/min.

Speed 
Range 
n/min.      

(*)

22 - 90 250 - 150

3 rG pmuP raeGpmuP notsiP

1500

(*)�[�
��������
��
������!�����������������������������
�����������������*������������L((��X���=

Construction: �������D���	
����
� [�����\�������������������	���
High Pressure Pump: [�����\������������������������������
Low Pressure Pump: Gear Pump GR 3
Rotation Direction:�N����������
�N�����
���������=�;��������������������
��
<�����������������������������������������������������������������������������������������������������������������������
Assembly Position: to be chosen between the ones which ensure correct suction.
Versions: ��
�����
������������������
�������*��
����installation.                                                               
Environmental Temperature: from -20°C  to +60°C.                          
Fluid Temperature:��
����#(MN����Q'(MN�;����������%(���&(MN<=������������������������������������������������������������������������������������������������������������
Suction Pressure:�(!(#���(!%�*�
!�����������
����������!������*������������*�����������"����
Hydraulic Fluid: Mineral Oil according to DIN 51524 - 51525.                                                                                                        
Fluid Viscosity:�)���%((����=�;����������#(���%((����=<
Oil Contamination Level:�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=� �

High Pressure Radial Piston  Pumps Characteristics
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

TANDEM PUMP PR 10.... - PR 14.... + Gear Pump Gr 3 

INSTALLATION DRAWINGS           

Suction   Pressure

 Low Pressure 
Gear Pump Ports

1/2” BSP

Tapered

3/8” BSP

Gear Pump      
model

Displacement 
cm3/ n

Flow at       
rated speed   

lt/min.

Max          
Pressure     

bar

A          
mm.

B          
mm.

C          
mm.

Suction      
Port

Pressure     
Port

PT3-22 22,10 32,00 250 63 151 294 Type A Type D

PT3-26 26,20 38,00 250 64,5 154 297 Type A Type D

PT3-33 33,10 48,00 250 67 159 302 Type B Type D

PT3-38 37,90 54,90 250 68,8 162,6 305,6 Type B Type D

PT3-44 44,10 63,90 250 71 167 310 Type B Type E

PT3-48 48,30 70,00 230 72,5 170 313 Type B Type E

PT3-55 55,10 80,00 230 75 175 318 Type B Type E

PT3-63 63,40 91,90 210 78 181 324 Type C Type E

PT3-75 74,40 107,80 180 82 189 332 Type C Type E

PT3-90 88,20 127,90 150 87 199 342 Type C Type E

LP

HPA
 P

Low Pressure Gear Pumps Characteristics

A - HP Pump Suction port
P - HP Pump Pressure port
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

INSTALLATION INSTRUCTIONS

INSTALLATION 

	���������
�������*�����
�������*��
�����
�����
����������������������*����������������
���
��������������
�������������������
feeding.  
                                                                                                                                                                                  
_������������������������������!��������������������*�������������*�����������������:������"�����������
����
�����������������������������:��������:��������������������"��������������������
������������=��������������������������������������������������������������������������������������������������������������������������������������������
��������"������"�����
��"�����������
�������
��������������������!�����������
��������=����������*������������#&���=
                                                                                                                                                 
[�
��������
�������%�����
�!�������
���������������������������������=�
�����*��
�����������������!�����������*����������������������������������������������
��������������������
�����
minimal level of the oil during the functioning.                                                                                                  
������
��*��������������������������

��������������������������`

External Installation                                                                                                     Oil-submersed installation

�<������������������
�����������
���������������#&���=������������������������������������������������������������������������������������������
*<������������
!��������
������
��
���=�����������������������������������������������������������������������������������������������������������������������
�<�\���������������������������������������������"������������*��������������������&(���=

STARTING AND USE PRECAUTION 
[�������������������
��������
���!����������������������������������������!�
���������������������������
��
����
�=��
j������"��
����
�����X�
��

�����
������������������������������������
���
`��������������������������
������������������������
�����
����
�@���������*������=������������
��
�������
��������*��������������������������������������
����
����������
���������������������������"��"��=������������������
���������
������
�������
���������������
�����������!��*�"����������������������������������������=���������������������������������������������������������������������������������
��_������������
���!�*������������
��������������
���"�
��������������
����������
�����
��
����
�=��������������������������������������������
����������������������������"���
��������������
"���!������"������`������������������������������������������������������������������������������
#���N���������������������������������������
����
�!������
�����������������������������������:���!�����������"��k�����������������������������
$�������������������
��*����$(((����
�������
"�����
�������
������������
!��
�"�������������������������k������������������������������������������
%���	�
��������������������!���
�������
�����!��������������
���
����������������������K(�'(MN=

FILTERING 
We advise ��������������������"��`�N�����#JX#&X#$�����B�))(K�;YZ��N�����L<=
B���
����`�
����
������������������X�
���������"�����
�����`�L(�K(����
���
����
�������������X�
����"�����
�����`�K(��$&����
����������������������������������������������������������������������������

j������������������������*�����������������������
!���������������*������������
������������������������������=���
D�������������������������
������������������������������������X�
���������
"���!����������������
�?������=����������
�������������
����
������������!��
���
���������������
���������"�
������������������=���������
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PR Series High-Pressure Fixed Displacement
Radial Piston Pumps

HT 28 / A / 301 / 0816 / E

         PR       3      12      M 19     S    -     PV 2 - 19 

Pump series  PR 

Piston diameter:

 7   -   7 mm  (only PR 1,PR2,PR3)
 8   -   8 mm. (only PR 1,PR2,PR3)
10  - 10 mm.
12  - 12 mm.
13  - 13 mm.

   
Shaft :

M - Solid parallel keyed shaft for elastic coupling
          19 - Shaft diam.  19 mm. (only PR 1- PR2 - PR3)
          24 - Shaft diam.  24 mm

F -  Hollow shaft for direct connection to electric motor
          (only PR 1- PR2 - PR3)
          19 - Shaft diam.  19 mm. 
          24 - Shaft diam.  24 mm.

X -  Splined Shaft  17 - 14 DIN 5482

Multiple pomp option 
(omit if not required)
Gear pump :

Gear Pump Rear Mounting - Gr 1 
 (only PR 1, PR 2)
pump displacement (cm3/n.)
      PV 1 - 0,9  - 0,91
 PV 1 - 1.2  - 1,17
 PV 1 - 1,7  - 1,56
 PV 1 - 2,2  - 2,08
 PV 1 - 2,6  - 2,60
 PV 1 - 3,2  - 3,12
 PV 1 - 3,8  - 3,64
 PV 1 - 4,3  - 4,16
 PV 1 - 4,9  - 4,94
 PV 1 - 5,9  - 5,85
 PV 1 - 6,5  - 6,50
 PV 1 - 7,8  - 7,54
 PV 1 - 9,8  - 9,88
 
Gear Pump Front Mounting - Gr 2 
pump displacement  (cm3/n.)
       PV 2 - 4   -   4,20                                  
  PV 2 - 6   -   6,00
  PV 2 - 9   -   8,40
  PV 2 - 11 - 10,80
  PV 2 - 14 - 14,40
  PV 2 - 17 - 16,80
  PV 2 - 19 - 19,20
  PV 2 - 22 - 22,80
  PV 2 - 26 - 26,20
  PV 2 - 30 - 30,00
  PV 2 - 34 - 34,20
  PV 2 - 40 - 39,60

Gear Pump Front Mounting - Gr 3  
pump displacement (cm3/n.)
      PT 3 - 22 - 22,10
 PT 3 - 26 - 26,20
 PT 3 - 33 - 33,10
 PT 3 - 38 - 37,90
 PT 3 - 44 - 44,10
 PT 3 - 48 - 48,30
 PT 3 - 55 - 55,10
 PT 3 - 63 - 63,40
 PT 3 - 75 - 74,40
 PT 3 - 90 - 88,20

number of pistons:

1 
2 
3 
5 
7      
10
14 

Installation :

A   - Externally, with axial suction port  (all models)    
       

S   -oil submersed, with no piston caps
        (only  PR 1 - PR 2 - PR 3)

ORDER CODE











Via M. L. King, 6 - 41122 MODENA (ITALY)
    Tel: +39 059 415 711

Fax: +39 059 415 729 / 059 415 730
INTERNET: http://www.hansatmp.it

E-MAIL: hansatmp@hansatmp.it

HYDRAULIC COMPONENTS
HYDROSTATIC TRANSMISSIONS
GEARBOXES - ACCESSORIES

As HANSA-TMP has a very extensive range of products and some products have a 
�������	
�	��������
���	���	���
�����
�	�������	���	
����	
��	����	�
	�������	
situations.

If the catalogue does not supply all the information required, please contact 
HANSA-TMP.
��	
����	�
	��
����	�	�
�����������	����	�
	�������	��	���	�������	�������	����	
regarding the proposed application.

Whilst every reasonable endeavour has been made to ensure accuracy, this        
publication cannot be considered to represent part of any contract, whether         
expressed or implied. 

The data is this catalogue refer to the standard product. The policy of                     
HANSA-TMP consists of a continuous improvement of its products. It reserves the 
�����	�
	������	���	����������
��	
�	���	���������	��
�����	��������	���������	
and without giving prior information.


